
 

• 
• Hot-line state (30V minimum) detection 

Test Voltage DC1000V / 500V / 250V 

• Large volt mark with the buzzer sound 
• Automatic data hold function 
• Bargraph just like analog meter 
• Large display with backlight 
• Easy to use & tough body 
• Display : numeral display 4000 
• Sampling rate : 2 times / sec. 

Technical Specification - Measuring Ranges 

Insulation resistance MG500 MG1000 

Measuring ranges 5: 400.0 kΩ to 4000 
MΩ 

4: 4.000 MΩ to 4000 
MΩ 

Test voltages 125-250-500V 250-500-1000V 

Bargraph centre scale 10-100-1000 MΩ 10-100-1000 MΩ 

Accuracy     

1st effective meas range ±(3% rdg +4 digits) ±(3% rdg +4 digits) 

2nd effective meas range ±(5% rdg +5 digits) ±(5% rdg +5 digits) 

Resistance/Continuity (MG500 & 
MG1000)     

Range Resolution Accuracy 

4000 Ω (+ buzzer) 1 Ω ±(3% rdg +3 digits) 

40.00 Ω 0.01 Ω ±(3% rdg +10 digits) 

Voltage AC/DC (MG500 & MG1000)     

600 Vac/dc 1 V ±(3% rdg +2 digits) 

Input resistance: 9 MΩ Overload: 780 Vrms   



 

 


