KYORITSU Leakage Clamp Meters

KX 2433

» Frequency Selector Switch to eliminate
the effect of harmonics.

* Three AC current ranges :
40mA/400mA/400A.
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40/400mA/400A
+1%rdg+5dgt (40/400mA)
+1%rdg+5dgt (0~350A)
+2%rdg (350.1~399.9A)
40/400mA/400A
+1%rdg+5dgt [50/60HZ],
+2.5%rdg+10dgt [20Hz~1kHz] (40/400mA)
+1%rdg+5dgt [50/60HZ],
+2.5%rdg+10dgt [40Hz~1kHz] (0~350A)
+2%rdg [50/60HZ],
+5%rdg [40Hz~1kHz] (350.1~399.9A)
20Hz~1kHz (40Hz~1kHz:400A)
600V AC/DC (between line/neutral)
300V AC/DC (against earth)
@40mm max.
IEC 61010-1 CAT.IIl 300V Pollution Degree 2
IEC 61010-2-032
10mA AC approx. in proximity to a 15mm-dia
conductor carrying 100A AC
3700V AC for 1 minute
Approx. 2 seconds
Two RO3 or equivalent (DC1.5V) batteries
185(L) x 81(W) x 32(D)mm
2709 approx.
9052 (Carrying Case)
R0O3 (1.5V) x 2
Instruction Manual
8004/8008 (Multi-Tran)*
* These Multi-Trans can not be used for leakage current measurement


http://www.kew-ltd.co.jp/en/products/multi_tran/8004.html�
http://www.kew-ltd.co.jp/en/products/multi_tran/8008.html�

